
ALCOIL CONTINUOUS GUTTERING P/L 
Phone (03) 9887 5822 Fax (03) 9887 5833 

SUPA QUAD GUTTER 
      STEEL PREPAINTED (continuous) 

            
                            
Internal bracket          External bracket 

 
 
 
 Cast Corner  70mm                        85mm     Stop Ends 

 
 
       115mm 

 
Material:  0.55mm Steel 
 
Colours:         Basalt, Dune, Classic Cream, Cottage Green, Cove, Gully, 

Manor Red, Ironstone, Jasper, Mangrove, Monolith,  
Paperbark, Pale Eucalypt, Deep Ocean, Surfmist,  
Terrain, Wallaby, Woodland Grey,Night Sky 

 
Use On:  Tiled, Slate, and corrugated roofs 
 
Do Not Use 
On:   Low pitch metal roofing less than 5 degrees 
 
Brackets: Internal standard @ .900mm spacing, external brackets 

available on request 
 
Corners: 2 piece painted die cast (90 and 45 degree internal and 

external) 
 
*Warranty: 20 year product perforation 
  
Features: Popular profile. Continuous gutter gives smooth lines, less 

material wastage and less possibility of joint leaks. Leafguard 
available (tiled roof, internal brackets only) 

 
* Subject to installation compliant with manufacturers recommendations 
 


